/MASU

Quality from Japan

BO LUU PIEN /UPS/
ONLINE RACK

o/ MS - 2KRS LCD

BQ LUU DIEN /UPS/ MASU
ONLINE RACK

MS - 2KRS LCD

> Cong sudt /Capacity/: 2KVA/1800W.
» S6ng SIN chudn /Pure SINE wave/.

Thong tin lién hé

s /Contact information/
» Hé s6 cong sudt ddu ra: PFO.9.
/Output power factor: PFO.9/ CONG TY CO PHAN CONG NGHE MASU
> Chua cd ac quy, st dung 6 &c quy dung lugng /MASU TECHNOLOGY JOINT STOCK COMPANY/
3 rong t6i da 150Ah/ & g .
ma rong toi da / Ac quy. Hofline
/No boﬁery ye‘r, use 6 batteries with maximum l\/lién BéC /North/: 0898.15.88.68 - 0988.073.717
capacity of 150Ah/battery/ Mién Trung /Central/: 0935.696.695 - 0904.880.579

> DiéN ap ddu vao réng (110 - 300VAC). Mién Nam /South/: 0982.279.717 - 0967.397.138

/Wide input voltage (110 - 300VAC)/

> Ché& d6 chuyén ddi cé sén.
/Conversion mode available/
> Trong lugng /Weight/: 12kg.

I HS trg bdo hanh, déi tra tan noi trong 3 ném.

/Warranty support, on-site return for 3 years/
& www.masuvietnam.vn

CONG NGHE CAO TU NHAT BAN

WRNNNN. NN\  /#ioH TECHNCLOGY FROM JAPAN/



UPS MASU MS - 2KRS LCD

TiINH NANG /FEAT
MS - 2KRS LCL

> Chuyén ddi kép. /Truedouble - conversio
> Kiém sodt vi x Iy 16i uu hod do tin cdy.
/Microprocessor control optimizes reliabili

> Hé s6 cong sudt ddu ra /Outpout power fc

ULTRASONIC MACHINE

> DAi dién dp ddu vao réng (110 - 300VAC
/Wide input voltage range(110-300VAC)/
> C6 ché dd chuyén déi. /Converter mode
> Ché dd ECO tiét kiém nang lugng. /ECO
» Tuong thich v&i may phat dién. /Genera
> Man hinh hién thj todn dién cho phép dé
truy cép trang théi UPS. =
/Comprehensive display allows easy monito
» Rack - Tower 2 frong 1. /Rack - Tower 2.in

> Thiét k& pin cé thé hodn ddi. /Hot -swapr



